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(d) That the transmitter as a whole 
or output power rating of the trans-
mitter is not changed. 

(Secs. 4, 303, 48 Stat., as amended, 1066, 1032; 
47 U.S.C. 158, 303) 

[28 FR 13706, Dec. 14, 1963, as amended at 49 
FR 32584, Aug. 15, 1984]

TECHNICAL OPERATION AND OPERATORS

§ 74.161 Frequency tolerances. 

The departure of the carrier fre-
quency or frequencies of an experi-
mental broadcast station must not ex-
ceed the tolerance specified in the in-
strument of authorization. For modes 
of transmission that do not have a 
resting or center carrier frequency, the 
occupied bandwidth of the station 
transmissions may not exceed that 
specified in the instrument of author-
ization. 

(Secs. 4, 303, 48 Stat., as amended, 1066, 1032; 
47 U.S.C. 158, 303) 

[49 FR 32584, Aug. 15, 1984]

§ 74.162 Frequency monitors and 
measurements. 

The licensee of an experimental 
broadcast station shall provide the nec-
essary means for determining that the 
frequency of the station is within the 
allowed tolerance. The date and time 
of each frequency check, the frequency 
as measured, and a description or iden-
tification of the method employed 
shall be entered in the station log. Suf-
ficient observations shall be made to 
insure that the assigned carrier fre-
quency is maintained within the pre-
scribed tolerance. 

(Secs. 4, 303, 48 Stat., as amended, 1066, 1032; 
47 U.S.C. 158, 303) 

[49 FR 32584, Aug. 15, 1984]

§ 74.163 Time of operation. 

(a) Unless specified or restricted 
hours of operation are shown in the 
station authorization, experimental 
broadcast stations may be operated at 
any time and are not required to ad-
here to a regular schedule of operation. 

(b) The FCC may limit or restrict the 
periods of station operation in the 
event interference is caused to other 
broadcast or nonbroadcast stations. 

(c) The FCC may require that an ex-
perimental broadcast station conduct 
such experiments as are deemed desir-
able and reasonable for development of 
the type of service for which the sta-
tion was authorized. 

(Secs. 4, 303, 48 Stat., as amended, 1066, 1032; 
47 U.S.C. 158, 303) 

[49 FR 32584, Aug. 15, 1984]

§ 74.165 Posting of station license. 
The instrument of authorization or a 

clearly legible photocopy thereof shall 
be available at the transmitter site. 

[60 FR 55482, Nov. 1, 1995]

§ 74.181 Station records. 
(a) The licensee of each experimental 

broadcast station must maintain ade-
quate records of the operation, includ-
ing: 

(1) Information concerning the na-
ture of the experimental operation and 
the periods in which it is being con-
ducted. 

(2) Information concerning any spe-
cific data requested by the FCC. 

(b) Station records must be retained 
for a period of two years. 

(Secs. 4, 303, 48 Stat., as amended, 1066, 1032; 
47 U.S.C. 158, 303) 

[49 FR 32584, Aug. 15, 1984]

§ 74.182 Program service and charges. 
(a) The licensee of an experimental 

broadcast station may transmit pro-
gram material only when necessary to 
the experiments being conducted, and 
no regular program service may be 
broadcast unless specifically author-
ized. 

(b) The licensee of an experimental 
broadcast station may make no 
charges nor ask for any payment, di-
rectly or indirectly, for the production 
or transmission of any programming or 
information used for experimental 
broadcast purposes. 

(Secs. 4, 303, 48 Stat., as amended, 1066, 1032; 
47 U.S.C. 158, 303) 

[49 FR 32584, Aug. 15, 1984]

§ 74.183 Station identification. 
Each experimental broadcast station 

shall make aural or visual announce-
ments of its call letters and location at 
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the beginning and end of each period of 
operation, and at least once every hour 
during operation. 

(Secs. 4, 303, 48 Stat., as amended, 1066, 1032; 
47 U.S.C. 158, 303) 

[49 FR 32584, Aug. 15, 1984]

§ 74.184 Rebroadcasts. 

(a) The term rebroadcast means recep-
tion by radio of the programs or other 
transmissions of a broadcast station, 
and the simultaneous or subsequent re-
transmission of such programs or 
transmissions by a broadcast station. 

(1) As used in this section, the word 
‘‘program’’ includes any complete pro-
gram or part thereof. 

(2) The transmission of a program 
from its point of origin to a broadcast 
station entirely by common carrier fa-
cilities, whether by wire line or radio, 
is not considered a rebroadcast. 

(3) The broadcasting of a program re-
layed by a remote broadcast pickup 
station is not considered a rebroadcast. 

(b) No licensee of an experimental 
broadcast station may retransmit the 
program of another U.S. broadcast sta-
tion without the express authority of 
the originating station. A copy of the 
written consent of the licensee origi-
nating the program must be kept by 
the licensee of the experimental broad-
cast station retransmitting such pro-
gram and made available to the FCC 
upon request. 

(Secs. 4, 303, 48 Stat., as amended, 1066, 1032; 
47 U.S.C. 158, 303) 

[49 FR 32584, Aug. 15, 1984]

Subparts B–C [Reserved]

Subpart D—Remote Pickup 
Broadcast Stations

§ 74.401 Definitions. 

Associated broadcasting station(s). The 
broadcasting station or stations with 
which a remote pickup broadcast sta-
tion or system is licensed as an auxil-
iary and with which it is principally 
used. 

Authorized bandwidth. The occupied 
or necessary bandwidth, whichever is 
greater, authorized to be used by a sta-
tion. 

Automatic relay station. A remote 
pickup broadcast base station which is 
actuated by automatic means and is 
used to relay transmissions between re-
mote pickup broadcast base and mobile 
stations, between remote pickup broad-
cast mobile stations and from remote 
pickup broadcast mobile stations to 
broadcasting stations. (Automatic op-
eration is not operation by remote con-
trol.) 

Carrier power. The average power at 
the output terminals of a transmitter 
(other than a transmitter having a sup-
pressed, reduced or controlled carrier) 
during one radio frequency cycle under 
conditions of no modulation. 

Mean power. The power at the output 
terminals of a transmitter during nor-
mal operation, averaged over a time 
sufficiently long compared with the pe-
riod of the lowest frequency encoun-
tered in the modulation. A time of 1/10 
second during which the mean power is 
greatest will be selected normally. 

Necessary bandwidth. For a given 
class of emission, the minimum value 
of the occupied bandwidth sufficient to 
ensure the transmission of information 
at the rate and with the quality re-
quired for the system employed, under 
specified conditions. Emissions useful 
for the good functioning of the receiv-
ing equipment, as for example, the 
emission corresponding to the carrier 
of reduced carrier systems, shall be in-
cluded in the necessary bandwidth. 

Occupied bandwidth. The frequency 
bandwidth such that, below its lower 
and above its upper frequency limits, 
the mean powers radiated are each 
equal to 0.5 percent of the total mean 
power radiated by a given emission. 

Operational communications. Commu-
nications concerning the technical and 
programming operation of a broadcast 
station and its auxiliaries. 

Remote control operation. Operation of 
a base station by a properly designated 
person on duty at a control position 
from which the transmitter is not visi-
ble but that position is equipped with 
suitable controls so that essential 
functions can be performed therefrom. 

Remote pickup broadcast base station. 
A remote pickup broadcast station au-
thorized for operation at a specified lo-
cation. 
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